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Handles, Handle Screws, Drawers & Doors are
supplied independently and not covered by this guide.

ASSEMBLY GUIDE

Hardware Minimum Tools required
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3x @ RH Drawer Side
3 x @ Drawer Back
3x @ Drawer Base

Please use scissors to open the Ee
bag of fittings and then empty

the contents into a bowl so
PLEASE keep all fittings away from young children that they do not get lost!

Before you Start ...

Build the unit close to where it will be used. Handle all items carefully. Always lay panels
down on a flat smooth surface. Complete each stage before moving onto the next one.

Follow these guidelines and take your time.

If any parts are missing, please call the Helpline on 01769 575500 and our team will get
things sorted.



@ Fitting of Drawer runners
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@9 into hole number 1
@9 into hole number 6
@9 into hole number 13

Carefully fit 2 x part @ to the RH side panel, as shown. Then fit 3 x drawer
runners @ to the RH side panel, using screws @ (10mm), as shown. (U

Then fit 3 x hinge plates@ as shown (ensuring the arrow is pointing
towards the front edge of the panel). Now repeat this process using the
remaining part @, and 3 x drawer runners @3, for the LH side panel.
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To fit the soft close mechanisms, place the template on top of the drawer runner with the end of the
template folded around the front face of the end panel, and mark the positions for the first two holes.
Carefully drill the first two holes using a 5mm drill bit, to a depth of 12mm, and then fix the soft
closer mechanism, using screws ® (12mm), so that it sits parallel with the drawer runner.

Finally, carefully drill the back hole, as before, and then secure.

Repeat this process for all 6 drawer runners.

@ Fitting of Fixed Shelf

@ Fitting of Door Stops

Now fit the doorstops @, as shown.
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Using 2 people, turn the unit around.
Now fix the back to the fixed shelf as shown.



Construction of Drawers

Before fitting the Cam Legs to your Drawer Fronts you will have to drill the holes required for the Handles
you have purchased separately. Drill through the appropriate pilot hole(s) for the Handles you have
purchased.
HANDLE FIXING INSTRUCTIONS IMPORTANT NOTE:
o I From the REAR FACE of the Drawers drill through the
&, S :T7©  holes using a 2.5mm diameter drill. From the FRONT
t x3 FACE of the Drawers, open out the 2.5mm diameter
holes using a 5mm drill. Screw Handles to Drawer Fronts.
PILOT HOLES. Screw the Cam Legs@ into the holes shown.

We do not recommend the use of Power Screwdrivers as they can too easily drive the Screws at an angle
causing them to breakout of the panel, and it is too easy to over tighten the Screws and strip the threads
formed in the chipboard.

Fit the LH@®, and RH@® , drawer sides to the drawer back @, using screws 9 as shown.

Now slide the drawer base @ into place as shown.

Then fit cams@ into panels@®
and@®, as shown, ensuring
that the arrow is pointing
towards the drawer front.

Now fit the drawer front onto

drawer sides @ and ©, and
tighten cams clockwise. @ will be on the outside surface
of the Right Drawer Side.

Finally, turn the drawer
over, and secure the

drawer base using 2 x @,
the Left Drawer Side. as shown. Repeat for other 2 Drawers.

@ will be on the >
outside surface of '

@ Fitting of Draw Runners to Drawers ?g@

Position each runner onto drawer bottom, as
shown, flush to the back of the drawer front.
Then use a bradawl to mark the two holes as
indicated.

Secure with screws @, as shown.

Now repeat for the other two drawers.







